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) The Dependable Way to Enjoy Better Water
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« Fiberglass reinforced resin tank won't rust or corrods
o

- Solid state conirols altow fer customlized application programming
- for specific neads
5} .+ Easy to use menu-driven programming
; . 1" commarcial grade residentisl valve also adaptable to 17"

- Easy fill salt tank
o . Automatic bypass during regeneration means contlnuous water usage
(9] « 24.volt transformer provides easier etectrical conneclions, saler
i operation, and consumas less power

-

Protects housahold investments by reducing build-up and corrosion

on pipes, faucets, and fixtures

Industry leadar in efficiency—raquires less salt

Washed guartz underbedding improves sarvice flow rates and

backwash efficiencies

Patented stralified resin bad improves filtration without reducing

flow ratss

Counter-current brining regensrates from tha bottom up for greater

efficlency

Patented Teflon® technology increases raliability

ECQWATER,

“Tsflon is 3 registared trademsrk of DuPont
SINCE 1925.
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Specifications | ESS 2000R20 ESS 2000R30 ESS 2002R40 |
| ESS 2002R30 i

| Efficiency ~ 62 . B2t . 5262"
LCapaCity RN : 21597** . 31676°" | 40.314""
Maximum Auxiliary Flow Rate {gpm @ psi) 17@25 - 158@15 . 16.7 @ 20

Maximum Recommended Water Hardness

(gpg @ 500 gpd water usage) 40 58 72

Maximum Clear Water Iron (ppm-Fe)! 8 12 12

Water Used Each Regeneration (gal.)? 30 44 58

Quartz Gravel Base (Ibs.) 8 10 10

Supply Water Pressure Limits (psi) 20-125 20-125 20-125

Supply Water Temperature Limits (°F) 35-100 - 35-100 35-100

Ambient Temperature Range (°F) 35-150 35-150 35-150

Pipe Size—In and QOut (inches) 1to 1% 1to 1% 1to 1%

Electrical Rating 24V-50/60Hz 24V-50/60Hz 24V-50/60Hz

Service Flow Rate (gpm) 7.5 10 12

‘Dependent on Form of Iron, pH and other water concitions “ESS 2000Rz0 - 6,013 @ 1.14 Ibs. of salt ) “*ESS 2000R20 @ 7.52 Ibs. of salt

When onersted st 35 psi water pressure ESD 2000R30/ESD 2002R30 - 8,820 @ 1.68 Ibs. of selt £SD Z000R30/ESD 2002R30 @ 11.03 tbs. of salt

£SS 2002R40 - 11,224 @ 2.13 Ibs. of salt £SS 2002R40 @ 14.04 Ibs. of sat
|
Dimensions ESS 2000R20 ESS 2000R30 l

ESS 2002R30 ;

Nominal Resin
Tank Size 8" Dia. x 35" 10" Dia. x 35"

A 395" 39.5"
B 39.%
C ‘ 44.87 44 87

ESS 2002R40 |

| 3sene Nominal Resin
‘ Tank Size 10" Dia. x 47"
A
B 51.3"
C 56.63"
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